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เกี่่�ยวกัับเรา (about us)

บริิษััท โลหะเจริิญค้้าเหล็็ก จำำ�กััด เป็็นผู้้�แทนจำำ�หน่่ายเหล็็กโดยตรงจากโรงงาน 
ผู้้�ผลิติรายใหญ่ห่ลายแห่ง่ในประเทศไทย โดยแรกเริ่่�มองค์ก์รจัดัตั้้�งและจดทะเบียีนเป็น็ 
ห้า้งหุ้้�นส่ว่นจำำ�กัดั เมื่่�อเดืือนมีนีาคม พ.ศ. 2507 ในนาม “ห้า้งหุ้้�นส่ว่นจำำ�กัดั โลหะเจริญิ
พาณิชิย์”์ โดยคุุณเกรียีงไกร หอเกรียีงไกร เป็น็บุุคลากรผู้้�บุุกเบิกิโลหะเจริญิค้า้เหล็ก็ 
ปััจจุุบัันดำำ�รงตำำ�แหน่่งประธานกรรมการกลุ่่�มโลหะเจริิญค้้าเหล็็ก ห้้างหุ้้�นส่่วนจำำ�กััด 
โลหะเจริิญพาณิิชย์์ ตั้้�งอยู่่�บนถนนสุุกร ใกล้้เขตเยาวราช ปััจจุุบันห้้างหุ้้�นส่่วนดููแล
กลุ่่�มลููกค้้าเก่่าแก่่ของบริิษััท	

ต่่อมาในปีีพ.ศ. 2524 ด้้วยฐานลููกค้้าที่่�เพิ่่�มมากขึ้้�น สิินค้้ามีีความหลากหลาย
มากขึ้้�น บริิษััทโลหะเจริิญจึึงขยายโกดัังจััดเก็็บมาที่่�ถนนพระราม 3 บนเนื้้�อที่่�กว่่า  
8 ไร่่ และจดทะเบีียนในรููปแบบบริิษััท ในนาม “บริิษััท โลหะเจริิญค้้าเหล็็ก จำำ�กััด”

ในปีีพ.ศ. 2535 โลหะเจริิญค้้าเหล็็ก เล็็งเห็็นถึึงความต้้องการใช้้เหล็็กคุุณภาพที่่�
หลากหลายของลููกค้้าจึึงเพิ่่�มความหลากหลายของสิินค้้าเหล็็กให้้แก่่ผู้้�บริิโภค
อย่่างต่่อเนื่่�อง และเริ่่�มนำำ�เข้้าเหล็็กจากต่่างประเทศภายใต้้ชื่่�อ “บริิษััท เกรีียงไกร 
สตีีลอิิมปอร์์ต จำำ�กััด”

ในปีีพ.ศ.2538 และ 2544 บริิษััทในเครืือ โลหะเจริิญ ได้้จััดตั้้�งศููนย์์กระจายสิินค้้า 
แห่่งใหม่่ในย่่าน เทพารัักษ์์ จ.สมุุทรปราการ เพื่่�อให้้เข้้าถึึงกลุ่่�มผู้้�ใช้้ ภายใต้้ชื่่�อ “บริิษััท 
โลหะเจริิญอิิมปอร์์ต จำำ�กััด” และ “บริิษััท เค พีี เอส สตีีล จำำ�กััด” ตามลำำ�ดัับโลหะเจริิญ
ค้้าเหล็็กเติิบโตอย่่างต่่อเนื่่�องและมั่่�นคงด้้วยประสบการณ์์ที่่�สะสมถ่่ายทอดจากรุ่่�น 
สู่่�รุ่่�นมากว่่า 50 ปีี เรามีีความเชี่่�ยวชาญในการจััดหาเหล็็กที่่�มีีคุุณภาพ ได้้มาตรฐาน 
ตรงตามความต้้องการของลููกค้า้ เรายึึดมั่่�นในการงานบริกิาร ซื่่�อตรง ตรงต่่อเวลา 
เพื่่�อความพอใจสููงสุุดของลููกค้า้ เรามุ่่�งสรรหาเหล็็กคุุณภาพ ในราคาย่่อมเยาว์์ เพ่ื่�อ
ควบคุุมต้้นทุุนการผลิิตและโครงการก่่อสร้้างของลููกค้้า
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Type of 
Product Classifications

Mechanical Properties

Yield Point N/mm2 (min.)
Tensile Strength

N/mm2

Elongation % (min) Impact 

Thickness Thickness (min.) TempํC Energy J (min.)

t≤16 mm t>16 mm t<5 5≤t≤16 t>16 t ≥ 12 mm

Structural 
Steel

TIS 1227-2558 
(2015)

SS400 245 235 400-510 21 17 21 - -

SS490 A 285 275 490-610 19 15 19 - -

SS540 400 390 540 min. 16 13 17 - -

SM400 245 235 400-510 23 18 22 0 27

SM490 A 325 315 490-610 22 17 21 0 27

SM520 365 355 520-640 19 15 19 0 27

SM570 A 460 450 570-720 19 19 26 -5 47

Steel  
Sheet Pile

TIS 1390-2539 
(1996)

SY295 295 490 min. 17 - -

SY390 390 540 min. 15 - -

PRODUCT  SPECIFICATIONS
(Structural Steel and Sheet Pile)
SPECIFICATIONS
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PRODUCT  SPECIFICATIONS
(Structural Steel and Sheet Pile)
SPECIFICATIONS

Type of 
Product Classifications

Chemical Compositions (ladle analysis), %

C
(max.)

Si
(max.) Mn P

(max.)
S

(max.)
Cu

(less than)
Ni

(less than)
Cr

(less than)
Mo

(less than)
Ti

(less than)
B

(less than)

Structural 
Steel

TIS 1227-2558 
(2015)

SS400 - - - 0.050 0.050 0.40 0.30 0.30 0.08 0.05 0.0008

SS490 - - - 0.050 0.050 0.40 0.30 0.30 0.08 0.05 0.0008

SS540 0.30 - 1.60 max. 0.040 0.040 0.40 0.30 0.30 0.08 0.05 0.0008

SM400 0.20 0.35 0.60-1.40 0.035 0.035 0.40 0.30 0.30 0.08 0.05 0.0008

SM490 0.18 0.55 1.60 max. 0.035 0.035 0.40 0.30 0.30 0.08 0.05 0.0008

SM520 0.20 0.55 1.60 max. 0.035 0.035 0.40 0.30 0.30 0.08 0.05 0.0008

SM570 0.18 0.55 1.60 max. 0.035 0.035 0.40 0.30 0.30 0.08 0.05 0.0008

Type of 
Product Classifications

Chemical Compositions (ladle analysis), %

P
(max.)

S
(max.)

Cu
(min.)

Steel  
Sheet Pile

TIS 1390-2539 
(1996)

SY295 0.040 0.040 0.25

SY390 0.040 0.040 0.25
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TOLERANCES
TIS 1227-2558 (2015)

TIS 1227-2558 (2015)
H - BEAMS

Dimension Remark

Depth (H)
H < 380

380 ≤ H < 580
≥ 580

±2.0
±3.0
±4.0

Width (B)
B < 95

95 ≤ B < 190
≥ 190

±2.0
±2.5
±3.0

Thickness

t1

t1 < 16
16 ≤ t1 < 25
25 ≤ t1 < 40

±0.7
±1.0
±1.5

t2

t2 < 16
16 ≤ t2 < 25
25 ≤ t2 < 40

±1.0
±1.5
±1.7

Length
(L)

L ≤ 7 m.
±40

0

L > 7 m.
40+(no. of meter of L-7)x5

0

Squareness
(T)

H ≤ 300 B ≤ 150
B > 150

≤1.5
≤1.0% of B

H > 300 B ≤ 125
B > 125

≤1.5
≤1.2% of B

Bend B ≤ 300
B > 300

≤0.15% of L
≤0.10% of L

To be applied to bend such as sweep and camber.

Eccentricity
(S)

H ≤ 300 & B ≤ 200
H > 300 & B > 200

: +2.5
: +3.5

Concavity of web 
(W)

H < 400
400 ≤ H < 600

H ≥ 600

2.0
2.5
3.0

Squareness of cut end
(e)

H ≤ 187.5
B ≤ 187.5
H > 187.5
B > 187.5

≤3.0 mm
≤3.0 mm

≤1.6% of H
≤1.6% of B

Mass
(kg/m.)

t < 10 ±5%
1. The maxinum thickness shall be apply.
2. These tolerances shall apply in the purchase of a single set of 
structural steel of the same size and thickness comprising not 
less than 10 pieces and mass of not less than 1,000 kg.

t ≥ 10 ±4%
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TOLERANCES
TIS 1227-2558 (2015)

TIS 1227-2558 (2015)
I-BEAMS, CHANNELS AND ANGLES

Dimension Tolerance Remark

Depth (H)

H < 100
100 ≤ H < 200
200 ≤ H < 400

H ≥ 400

±1.5
±2.0
±3.0
±4.0

Leg Length
(H or B)

B < 50
50 ≤ B < 100

100 ≤ B < 200
B ≥ 200

±1.5
±2.0
±3.0
±4.0

Thickness
(t,  t1 , t2)

H < 130
t < 6.3

6.3 ≤ t < 10
10 ≤ t < 16

t ≥ 16

±0.6
±0.7
±0.8
±1.0

H ≥ 130

t < 6.3
6.3 ≤ t < 10
10 ≤ t < 16
16 ≤ t < 25

t ≥ 25

±0.7
±0.8
±1.0
±1.2
±1.5

Length
(L)

L ≤ 7 m.

+40

0

L > 7 m.

40+(no. of meter of L-7)x5

0

Squareness
Out-of-square(T)

I-Beam 2.0% of width B

Channel, Angle 2.5% of Flange B

Bend
I-Beam 0.20% of L To be applied to bend such as sweep and camber.

Channel, Angle 0.30% of L

Eccentricity, Web-off-center (S) - Not specified

Mass
(kg/m.)

t < 10 ±5%
1. Thicker nominal values shall be applied.
2. To be qpplied to one lot of the same size (1 t or over),  
provided that, when the number of pieces cowesponding to  
10 pieces, it shall be applied to each lot of 10 or more pieces.

t ≥ 10 ±4%
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I-BEAMS
TIS STANDARDS
TIS 1227 - 2558 (2015)
Size & Orioertues

Standard Spectional Dimension mm

Sectional
Area
cm2

Weight
kg/m.

Reference

HxB t1 t2 r1 r2

Geometrical
Moment of Inertia  

cm4

Radius of Gyration
cm

Modulus of  
Section

cm3

IX IY iX iY ZX ZY

100x75  5.0 8.0 7 3.5 16.43 12.9 281 47.3 4.14 1.70 56.2 12.6

125x75  5.5 9.5 9 4.5 20.45 16.1 538 57.5 5.13 1.68 86 15.3

150x75 5.5 9.5 9 4.5 21.83 17.1 819 57.5 6.12 1.62 109 15.3

150x125  8.5 14.0 13 6.5 46.15 36.2 1,760 385 6.18 2.89 235 61.6

180x100  6.0 10.0 10 5.0 30.06 23.6 1,670 138 7.45 2.14 186 27.5

200x100 7.0 10.0 10 5.0 33.06 26.0 2,170 138 8.11 2.05 217 27.7

200x150 9.0 16.0 15 7.5 64.16 50.4 4,460 753 8.34 3.43 446 100.0

250x125 7.5 12.5 12 6.0 48.79 38.3 5,180 337 10.30 2.63 414 53.9

10.0 19.0 21 10.5 70.73 55.5 7,310 538 10.20 2.76 585 86.0

300x150 8.0 13.0 12 6.0 61.58 48.3 9,480 588 12.40 3.09 632 78.4

10.0 18.5 19 9.5 83.47 65.5 12,700 886 12.30 3.26 849 118.0

11.5 22.0 23 11.5 97.88 76.8 14,700 1,080 12.20 3.32 978 143.0

350x150 9.0 15.0 13 6.5 74.58 58.5 15,200 702 14.30 3.07 870 93.5

12.0 24.0 25 12.5 111.10 87.2 22,400 1,180 14.20 3.26 1,280 158.0

400x150 10.0 18.0 17 8.5 91.73 72.0 24,100 864 16.20 3.07 1,200 115.0

12.5 25.0 27 13.5 122.10 95.8 31,700 1,240 16.10 3.18 1,580 165.0

450x175 11.0 20.0 19 9.5 116.80 91.7 39,200 1,510 18.30 3.60 1,740 173.0

13.0 26.0 27 13.5 146.10 115.0 48,800 2,020 18.30 3.72 2,170 231.0

600x190 13.0 25.0 25 12.5 169.40 133.0 98,400 2,460 24.10 3.81 3,280 259.0

16.0 35.0 38 19.0 224.50 176.0 130,000 3,540 24.10 3.97 4,330 373.0

Note  Please contact us in advance for these items
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H-BEAMS
TIS STANDARDS
TIS 1227 - 2558 (2015)
Size & Properties

Nominal
size
mm

Weight
Sectional Dimension Sectional

Area
Moment of Inertia Radius of Gyration Modulus of Section

H B t1 t2 r IX IY iX iY ZX ZY

kg/m. mm mm mm mm mm cm2 cm4 cm4 cm cm cm3 cm3

100x50 9.3 100 50 5.0 7 8 11.85 187 14.8 3.98 1.12 37.5 5.91

100x100 17.2 100 100 6.0 8 10 21.90 383 134 4.2 2.47 77 27

125x125 23.8 125 125 6.5 9 10 30.31 847 293 5.3 3.11 136 47

150x75 14.0 150 75 5.0 7 8 17.85 666 50 6.1 1.66 89 13

150x100 21.1 148 100 6.0 9 11 26.84 1,020 151 6.2 2.37 138 30

150x150 31.5 150 150 7.0 10 11 40.14 1,640 563 6.4 3.75 219 75

175x90 18.1 175 90 5.0 8 9 23.04 1,210 97.5 7.26 2.06 139 21.7

175x175 40.2 175 175 7.5 11 12 51.21 2,880 984 7.5 4.38 330 112

200x100  18.2 198 99 4.5 7 11 23.18 1,580 114 8.3 2.21 160 23

21.3 200 100 5.5 8 11 27.16 1,840 134 8.2 2.22 184 27

200x150 30.6 194 150 6.0 9 13 39.01 2,690 507 8.3 3.61 277 68

200x200 49.9 200 200 8.0 12 13 63.53 4,720 1,600 8.6 5.02 472 160

 56.2 200 204 12.0 12 13 71.53 4,980 1,700 8.4 4.88 498 167

 65.7 208 202 10.0 16 13 83.69 6,530 2,200 8.8 5.13 628 218

250x125  25.7 248 124 5.0 8 12 32.68 3,540 255 10.4 2.79 285 41

29.6 250 125 6.0 9 12 37.66 4,050 294 10.4 2.79 324 47

250x175 44.1 244 175 7.0 11 16 56.24 6,120 984 10.4 4.18 502 113

250x250  64.4 244 252 11.0 11 16 82.06 8,790 2,940 10.3 5.98 720 233

 66.5 248 249 8.0 13 16 84.70 9,930 3,350 10.8 6.29 801 269

72.4 250 250 9.0 14 16 92.18 10,800 3,650 10.8 6.29 867 292

 82.2 250 255 14.0 14 16 104.70 11,500 3,880 10.5 6.09 919 304

Note  Please contact us in advance for these items
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H-BEAMS
TIS STANDARDS
TIS 1227 - 2558 (2015)
Size & Properties

Nominal
size
mm

Weight
Sectional Dimension Sectional

Area
Moment of Inertia Radius of Gyration Modulus of Section

H B t1 t2 r IX IY iX iY ZX ZY

kg/m. mm mm mm mm mm cm2. cm4. cm4. cm cm cm3 cm3

300x150  32.0 298 149 5.5 8 13 40.80 6,320 442 12.4 3.29 424 59

36.7 300 150 6.5 9 13 46.78 7,210 508 12.4 3.29 481 68

300x200 56.8 294 200 8.0 12 18 72.38 11,300 1,600 12.5 4.71 771 160

 65.4 298 201 9.0 14 18 83.36 13,300 1,900 12.6 4.77 893 189

300x300  84.5 294 302 12.0 12 18 107.70 16,900 5,520 12.5 7.16 1,150 365

 87.0 298 299 9.0 14 18 110.80 18,800 6,240 13.0 7.51 1,270 417

94.0 300 300 10.0 15 18 119.80 20,400 6,750 13.1 7.51 1,360 450

 106.0 300 305 15.0 15 18 134.80 21,500 7,100 12.6 7.26 1,440 466

 106.0 304 301 11.0 17 18 134.80 23,400 7,730 13.2 7.57 1,540 514

350x175 41.4 346 174 6.0 9 14 52.68 11,100 792 14.5 3.88 641 91

49.6 350 175 7.0 11 14 63.14 13,600 984 14.7 3.95 775 112

 57.8 354 176 8.0 13 14 73.68 16,100 1,180 14.8 4.01 909 134

350x250  69.2 336 249 8.0 12 20 88.15 18,500 3,090 14.5 5.92 1,100 248

 79.7 340 250 9.0 14 20 101.50 21,700 3,650 14.6 6.00 1,280 292

350x350  106.0 338 351 13.0 13 20 135.30 28,200 9,380 14.4 8.33 1,670 534

 115.0 344 348 10.0 16 20 146.00 33,300 11,200 15.1 8.78 1,940 646

 131.0 344 354 16.0 16 20 166.60 35,300 11,800 14.6 8.43 2,050 669

137 350 350 12.0 19 20 173.90 40,300 13,600 15.2 8.84 2,300 776

 156.0 350 357 19.0 19 20 198.40 42,800 11,400 14.7 8.53 2,450 809

400x200  56.6 396 199 7 11 16 72.16 20,000 1,450 16.7 4.48 1,010 145

66.0 400 200 8 13 16 84.12 23,700 1,740 16.8 4.54 1,190 174

 75.5 404 201 9 15 16 96.16 27,500 2,030 16.9 4.60 1,360 202

400x300  94.3 386 299 9 14 22 120.10 33,700 6,240 16.7 7.21 1,740 418

107.0 390 300 10 16 22 136.00 38,700 7,210 16.9 7.28 1,980 481

400x400  140.0 388 402 15 15 22 178.50 49,000 16,300 16.6 9.54 2,520 809

 147.0 394 398 11 18 22 186.80 56,100 18,900 17.3 10.10 2,850 951

 168.0 394 405 18 18 22 214.40 59,700 20,000 16.7 9.65 3,030 985

172.0 400 400 13 21 22 218.70 66,600 22,400 17.5 10.10 3,330 1,120

 197.0 400 408 21 21 22 250.70 70,900 23,800 16.8 9.75 3,540 1,170

 232.0 414 405 18 28 22 295.40 92,800 31,000 17.7 10.20 4,480 1,530

Note  Please contact us in advance for these items
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Nominal
size
mm

Weight
Sectional Dimension Sectional

Area
Moment of Inertia Radius of Gyration Modulus of Section

H B t1 t2 r IX IY iX iY ZX ZY

kg/m. mm mm mm mm mm cm2. cm4. cm4. cm cm cm3 cm3

450x200  66.2 446 199 8 12 18 84.30 28,700 1,580 18.5 4.33 1,290 159

76.0 450 200 9 14 18 96.76 33,500 1,870 18.6 4.40 1,490 187

 88.9 456 201 10 17 18 113.30 40,400 2,310 18.9 4.51 1,770 230

450x300  106.0 434 299 10 15 24 135.00 46,800 6,690 18.6 7.04 2,160 448

124.0 440 300 11 18 24 157.40 56,100 8,110 18.9 7.18 2,550 541

500x200  145.0 446 302 13 21 24 184.30 66,400 9,660 19.0 7.24 2,980 639

 79.5 496 199 9 14 20 101.30 41,900 1,840 20.3 4.27 1,690 185

79.6 500 200 10 16 20 114.20 47,800 2,140 20.4 4.33 1,910 214

 103.0 506 201 11 19 20 131.30 56,500 2,580 20.7 4.43 2,230 257

500x300  114.0 482 300 11 15 26 145.50 60,400 6,760 20.4 6.82 2,500 451

128.0 488 300 11 18 26 163.50 71,000 8,110 20.8 7.04 2,910 541

 150.0 494 302 13 21 26 191.40 83,800 9,660 20.9 7.10 3,390 640

600x200  94.6 596 199 10 15 22 120.50 68,700 1,980 23.9 4.05 2,310 199

106.0 600 200 11 17 22 134.40 77,600 2,280 24.0 4.12 2,590 228

 120.0 606 201 12 20 22 152.50 90,400 2,720 24.3 4.22 2,980 271

 134.0 612 202 13 23 22 170.70 103,000 3,180 24.6 4.31 3,380 314

600x300  137.0 582 300 12 17 28 174.50 103,000 7,670 24.3 6.63 3,530 511

151.0 588 300 12 20 28 192.50 118,000 9,020 24.8 6.85 4,020 601

175.0 594 302 14 23 28 222.40 137,000 10,600 24.9 6.90 4,620 701

700x300  166.0 692 300 13 20 28 211.50 172,000 9,020 28.6 6.53 4,980 602

185.0 700 300 13 24 28 235.50 201,000 10,800 29.3 6.78 5,760 722

800x300  191.0 792 300 14 22 28 243.40 254,000 9,930 32.3 6.39 6,410 662

210.0 800 300 14 26 28 267.40 292,000 11,700 33.0 6.62 7,290 782

900x300  213.0 890 299 15 23 28 270.90 345,000 10,300 35.7 6.16 7,760 688

243.0 900 300 16 28 28 309.80 411,000 12,600 36.4 6.39 9,140 843

 286.0 912 302 18 34 28 364.00 498,000 15,700 37.0 6.56 10,900 1,040

Note 	 Please contact us in advance fo these items

H-BEAMS
TIS STANDARDS
TIS 1227 - 2558 (2015)
Size & Properties
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LOHAH CHAROEN METAL TRADE
@lohah @lohahcharoen @lohahcharoen

Nominal
size
mm

Weight
Sectional Dimension Sectional

AreaH B t1 t2 r

kg/m. mm mm mm mm mm cm2.

50x50 4.70 50.0 50 5.0 7 8 5.93

50x100 8.60 50.0 100 6.0 8 10 10.95

62.5x125 11.90 62.5 125 6.5 9 10 15.16

75x75 7.00 75.0 75 5.0 7 8 8.925

75x100 10.55 74.0 100 6.0 9 11 13.42

75x150 15.75 75.0 150 7.0 10 11 20.07

87.5x175 20.10 87.5 175 7.5 11 12 25.61

100x100  9.10 99.0 99 4.5 7 11 11.59

10.65 100.0 100 5.5 8 11 13.58

100x150 15.30 97.0 150 6.0 9 13 19.51

100x200 24.95 100.0 200 8.0 12 13 31.77

 28.10 100.0 204 12.0 12 13 35.77

 32.85 104.0 202 10.0 16 13 41.85

125x125  12.85 124.0 124 5.0 8 12 16.34

14.80 125.0 125 6.0 9 12 18.83

125x175 22.05 122.0 175 7.0 11 16 28.12

125x250  32.20 122.0 252 11.0 11 16 41.03

 33.25 124.0 249 8.0 13 16 42.35

36.20 125.0 250 9.0 14 16 46.09

 41.10 125.0 255 14.0 14 16 52.34

150x150  16.00 149.0 149 5.5 8 13 20.40

18.35 150.0 150 6.5 9 13 23.39

150x200 28.40 147.0 200 8.0 12 18 36.19

 32.70 149.0 201 9.0 14 18 41.68

150x300  42.25 147.0 302 12.0 12 18 53.83

 43.50 149.0 299 9.0 14 18 55.40

47.00 150.0 300 10.0 15 18 59.89

 53.00 150.0 305 15.0 15 18 67.39

 53.00 152.0 301 11.0 17 18 67.41

175x175  20.70 173.0 174 6.0 9 14 26.34

24.80 175.0 175 7.0 11 14 31.57

 28.90 177.0 176 8.0 13 14 36.84

175x250  34.60 168.0 249 8.0 12 20 44.08

39.85 170.0 250 9.0 14 20 50.76

175x350  53.00 169.0 351 13.0 13 20 67.63

 57.50 172.0 348 10.0 16 20 73.00

 65.50 172.0 354 16.0 16 20 83.32

68.50 175.0 350 12.0 19 20 86.94

 78.00 175.0 357 19.0 19 20 99.19

(Cutting service is available upon request)
Note 	 Please contact us in advance fo these items	

CUT-BEAMS
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

Moment of Inertia Radius of Gyration Modulus of Section Center of Gravity
IX IY iX iY ZX ZY CX

cm4. cm4. cm cm cm cm cm

11.8 7.4 1.41 1.12 3.17 3.0 1.28

16.1 66.9 1.21 2.47 4.03 13.4 1.00

35.0 147.0 1.52 3.11 6.91 23.5 1.19

42.6 24.7 2.18 1.66 7.46 6.6 1.79

51.7 75.3 1.96 2.37 8.84 15.1 1.55

66.4 282.0 1.82 3.75 10.80 37.6 1.37

115.0 492.0 2.12 4.38 15.90 56.2 1.55

93.8 56.8 2.84 2.21 12.10 11.5 2.14

114.0 67.0 2.90 2.22 14.80 13.4 2.29

125.0 254.0 2.53 3.61 15.80 33.8 1.79

184.0 801.0 2.41 5.02 22.30 80.1 1.73

256.0 851.0 2.67 4.88 32.40 83.4 2.09

251.0 1,100.0 2.45 5.13 29.50 109.0 1.91

208.0 127.0 3.57 2.79 21.30 20.5 2.68

248.0 147.0 3.63 2.79 25.60 23.5 2.78

289.0 492.0 3.20 4.18 29.10 56.3 2.27

445.0 1,470.0 3.29 5.98 45.30 117.0 2.39

364.0 1,670.0 2.93 6.29 34.90 134.0 1.98

412.0 1,820.0 2.99 6.29 39.50 146.0 2.08

589.0 1,940.0 3.36 6.09 59.40 152.0 2.58

393.0 221.0 4.39 3.29 33.80 29.7 3.26

464.0 254.0 4.45 3.29 40.00 33.8 3.41

572.0 802.0 3.97 4.71 48.20 80.2 2.83

662.0 949.0 3.99 4.77 55.20 94.4 2.91

858.0 2,760.0 3.99 7.16 72.30 183.0 3.84

715.0 3,120.0 3.59 7.51 57.00 209.0 2.36

798.0 3,380.0 3.65 7.51 63.70 225.0 2.47

1,110.0 3,550.0 4.05 7.26 92.50 233.0 2.03

903.0 3,870.0 3.66 7.57 71.40 257.0 2.55

679.0 396.0 5.08 3.88 50.00 45.5 3.71

815.0 492.0 5.08 3.95 59.30 56.2 3.75

955.0 590.0 5.09 4.01 68.80 67.0 3.82

881.0 1,540.0 4.47 5.92 64.00 124.0 3.02

1,020.0 1,830.0 4.48 6.00 73.10 146.0 3.09

1,420.0 4,690.0 4.59 8.33 104.00 267.0 3.21

1,230.0 5,620.0 4.11 8.78 84.70 323.0 2.67

1,800.0 5,920.0 4.65 8.43 131.00 335.0 3.40

1,520.0 6,790.0 4.18 8.84 104.00 388.0 2.86

2,200.0 7,220.0 4.71 8.53 158.00 404.0 3.59

(Cutting service is available upon request)
Note 	 Please contact us in advance fo these items

CUT-BEAMS
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LOHAH CHAROEN METAL TRADE
@lohah @lohahcharoen @lohahcharoen

CUT-BEAMS

Nominal
size
mm

Weight
Sectional Dimension Sectional

AreaH B t1 t2 r

kg/m. mm mm mm mm mm cm2

200x200 28.30 198 199 7.0 11 16 36.08
33.00 200 200 8.0 13 16 42.06

37.75 202 201 9.0 15 16 48.08
200x300 47.15 193 299 9 14 22 60.05

53.50 195 300 10 16 22 67.98
200x400 70.00 194 402 15 15 22 89.23

73.5 197 398 11 18 22 93.41
86.00 200 400 13 21 22 109.30

98.50 200 408 21 21 22 125.30
116.00 207 405 18 28 22 147.70

225x200 33.10 223 199 8 12 18 42.15
38.00 225 200 9 14 18 48.38

44.45 228 201 10 17 18 56.67
225x300 53.00 217 299 10 15 24 67.52

62.00 220 300 11 18 24 78.69
72.50 223 302 13 21 24 92.16

250x200 39.75 248 199 9 14 20 50.64
44.80 250 200 10 16 20 57.12

51.50 253 201 11 19 20 65.65
250x300 57.00 241 300 11 15 26 72.76

64.00 244 300 11 18 26 81.76
75.00 247 302 13 21 26 95.70

300x200 47.30 298 199 10 15 22 60.23
53.00 300 200 11 17 22 67.21

60.00 303 201 12 20 22 76.24
67.00 306 202 13 23 22 85.33

300x300 68.50 291 300 12 17 28 87.24
75.50 294 300 12 20 28 96.24

87.50 297 302 14 23 28 111.20
350x300 83.00 346 300 13 20 28 105.70

92.50 350 300 13 24 28 117.70
400x300 95.50 396 300 14 22 28 121.70

105.00 400 300 14 26 28 133.70
•450x300 106.50 445 299 15 23 28 135.45

121.50 450 300 16 28 28 154.90
143.00 456 302 18 34 28 182.00

(Cutting service is available upon request)
Note 	 Please contact us in advance fo these items
	 • Please seek for our Recornmation.
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

Moment of Inertia Radius of Gyration Modulus of Section Center of Gravity
IX IY iX iY ZX ZY CX

cm4 cm4 cm cm cm cm cm

1,190.0 723.0 5.76 4.48 76.40 72.7 4.17
1,400.0 868.0 5.76 4.54 88.60 86.8 4.23
1,605.0 1,015.0 5.78 4.59 101.00 101.0 4.31
1,530 3120 5.04 7.21 95.50 209.0 3.33
1,730 3,600 5.05 7.28 108.00 240.0 3.41
2,480 8,130 5.27 9.54 158.00 404.0 3.70
2,050 9,460 4.68 10.10 123.00 475.0 3.01
2,480 11,200 4.76 10.10 147.00 560.0 3.21
3,650 11,900 5.40 9.75 229.00 584.0 4.07
3,620 15,500 4.95 10.20 213.00 776.0 3.68
1,880 790 6.67 4.33 109.00 79.4 5.10
2,160 936 6.68 4.40 124.00 93.6 5.15
2,499 1,155 6.64 4.51 141.40 114.9 5.13
2,350 3,350 5.89 7.04 133.00 224.0 4.04
2,680 4,060 5.84 7.18 149.00 270.0 4.05
3,232 4,830 5.92 7.24 179.00 320.0 4.27
2,840 922 7.49 4.27 150.00 92.6 5.90
3,210 1,070 7.50 4.33 169.00 107.0 5.96
3,670 1,290 7.48 4.43 190.00 128.0 5.95
3,420 3,380 6.85 6.82 178.00 225.0 4.92
3,620 4,060 6.66 7.07 184.00 270.0 4.66
4,351 4,830 6.74 7.10 219.60 320.0 4.89
5,190 989 9.29 4.05 236.00 99.4 7.79
5,810 1,140 9.30 4.12 262.00 114.0 7.84
6,570 1,360 9.28 4.22 292.00 135.0 7.79
7,340 1,590 9.27 4.31 322.00 157.0 7.79
6,360 3,830 8.54 6.63 280.00 256.0 6.39
6,710 4,510 8.35 6.85 288.00 301.0 6.08
7,920 5,290 8.44 6.90 339.00 350.0 6.33

11,300 4,510 10.30 6.53 425.00 301.0 7.99
12,000 5,410 10.10 6.78 438.00 361.0 7.55
17,100 4,960 12.10 6.38 593.00 331.0 9.66
18,800 5,860 11.90 6.62 610.00 391.0 9.18
26,000 5,143 13.86 6.16 790.03 344.0 11.59
29,240 6,322 13.74 6.39 866.37 421.5 11.25
34,251 7,833 13.72 6.56 997.41 518.7 11.26

CUT-BEAMS

TOLERANCES 
Tolerance Remark

Depth (H)
H ≤ 150

150 < H ≤ 250
H > 250

± 5.0
± 6.0
± 7.0

Other Dimensional Tolerances Same as H Sections

(Cutting service is available upon request)
Note 	 Please contact us in advance fo these items
	  • Please seek for our Recornmation.



-14-

LOHAH CHAROEN METAL TRADE
@lohah @lohahcharoen @lohahcharoen

EQUAL ANGLES
TIS STANDARDS
TIS 1227 - 2558 (2015)

Standard Sectional
Dimension

mm
Sec-

tional
Area
cm2.

Unit
Weight
kg/m.

Reference
Position of
Center of

Gravity cm

Geometrical Moment
of Inertia

cm4

Radius of Gyration
of Area

cm

Modulus of 
Section

cm3

HxB t r1 r2 CX CY IX IY Max ix Min iY IX IY Max ix Min iY ZX ZY

25x25 3 4 2.0 1.427 1.12 0.719 0.719 0.797 0.797 1.26 0.332 0.747 0.747 0.940 0.483 0.448 0.448

5 3.5 2.4 2.26 1.77 0.80 0.80 1.20 1.20 1.89 0.52 0.73 0.73 0.91 0.48 0.71 0.71

30x30 3 4 2.0 1.727 1.36 0.844 0.844 1.42 1.42 2.26 0.590 0.908 0.908 1.14 0.585 0.661 0.661

5 5 2.4 2.78 2.18 0.92 0.92 2.16 2.16 3.41 0.92 0.88 0.88 1.11 0.57 1.04 1.04

40x40 3 4.5 2.0 2.336 1.83 1.09 1.09 3.53 3.53 5.60 1.46 1.23 1.23 1.55 0.790 1.21 1.21

4 6 2.4 3.079 2.42 1.12 1.12 4.47 4.47 7.09 1.85 1.21 1.21 1.52 0.78 1.56 1.56

5 4.5 3.0 3.755 2.95 1.17 1.17 5.42 5.42 8.59 2.25 1.20 1.20 1.51 0.774 1.91 1.91

6 6.0 2.4 4.48 3.52 1.20 1.20 6.31 6.31 9.98 2.65 1.19 1.19 1.49 0.770 2.26 2.26

45x45  4 6.5 3.0 3.492 2.74 1.24 1.24 6.50 6.50 10.3 2.70 1.36 1.36 1.72 0.880 2.00 2.00

 5 6.5 3.0 4.302 3.38 1.28 1.28 7.91 7.91 12.5 3.29 1.36 1.36 1.71 0.874 2.45 2.45

50x50 3 7.0 2.4 2.96 2.33 1.31 1.31 6.86 6.86 10.8 2.88 1.52 1.52 1.91 0.990 1.86 1.86

4 6.5 3.0 3.892 3.06 1.37 1.37 9.06 9.06 14.4 3.76 1.53 1.53 1.92 0.983 2.49 2.49

5 6.5 3.0 4.802 3.77 1.41 1.41 11.1 11.1 17.5 4.58 1.52 1.52 1.91 0.976 3.08 3.08

6 6.5 4.5 5.644 4.43 1.44 1.44 12.6 12.6 20.0 5.23 1.50 1.50 1.88 0.963 3.55 3.55

60x60  4 6.5 3.0 4.692 3.68 1.61 1.61 16.0 16.0 25.4 6.62 1.85 1.85 2.33 1.19 3.66 3.66

 5 6.5 3.0 5.802 4.55 1.66 1.66 19.6 19.6 31.2 8.09 1.84 1.84 2.32 1.18 4.52 4.52

65x65 5 8.5 3.0 6.367 5.00 1.77 1.77 25.3 25.3 40.1 10.50 1.99 1.99 2.51 1.28 5.35 5.35

6 8.5 4.0 7.527 5.91 1.81 1.81 29.4 29.4 46.6 12.20 1.98 1.98 2.49 1.27 6.26 6.26

8 8.5 6.0 9.761 7.66 1.88 1.88 36.8 36.8 58.3 15.30 1.94 1.94 2.44 1.25 7.96 7.96

70x70  6 8.5 4.0 8.127 6.38 1.93 1.93 37.1 37.1 58.9 15.30 2.14 2.14 2.69 1.37 7.33 7.33

75x75 6 8.5 4.0 8.727 6.85 2.06 2.06 46.1 46.1 73.2 19.00 2.30 2.30 2.90 1.48 8.47 8.47

9 8.5 6.0 12.69 9.96 2.17 2.17 64.4 64.4 102.0 26.70 2.25 2.25 2.84 1.45 12.1 12.1

12 8.5 6.0 16.56 13.00 2.29 2.29 81.9 81.9 129.0 34.50 2.22 2.22 2.79 1.44 15.7 15.7

Note  Please contact us in advance for these items
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

EQUAL ANGLES
TIS STANDARDS
TIS 1227 - 2558 (2015)

Standard Spectional
Dimension

mm
Sec-

tional
Area
cm2.

Unit
Weight
kg/m.

Reference
Position of
Center of

Gravity cm

Geometrical Moment
of Inertia

cm4

Radius of Gyration
of Area

cm

Modulus of 
Section

cm3

HxB t r1 r2 CX CY IX IY Max ix Min iY IX IY Max ix Min iY ZX ZY

80x80 * 6 8.5 4.0 9.327 7.32 2.18 2.18 56.4 56.4 89.6 23.20 2.46 2.46 3.10 1.58 9.70 9.70

90x90 * 6 10 5.0 10.55 8.28 2.42 2.42 80.7 80.7 128 33.40 2.77 2.77 3.48 1.78 12.3 12.3

7 10 5.0 12.22 9.59 2.46 2.46 93.0 93.0 148 38.30 2.76 2.76 3.48 1.77 14.2 14.2

10 10 7.0 17.00 13.3 2.57 2.57 125 125 199 51.70 2.71 2.71 3.42 1.74 19.5 19.5

* 12 11 4.8 20.30 15.9 2.66 2.66 148 148 234 61.70 2.70 2.70 3.40 1.75 23.3 23.3

* 13 10 7.0 21.71 17.0 2.69 2.69 156 156 248 65.30 2.68 2.68 3.38 1.73 24.8 24.8

100x100 7 10 5.0 13.62 10.7 2.71 2.71 129 129 205 53.20 3.08 3.08 3.88 1.98 17.7 17.7

10 10 7.0 19.00 14.9 2.82 2.82 175 175 278 72.00 3.04 3.04 3.83 1.95 24.4 24.4

12 12 4.8 22.70 17.8 2.90 2.90 207 207 328 85.70 3.02 3.02 3.80 1.94 29.1 29.1

* 13 10 7.0 24.31 19.1 2.94 2.94 220 220 348 91.10 3.00 3.00 3.78 1.94 31.1 31.1

120x120 8 12 5.0 18.76 14.7 3.24 3.24 258 258 410 106 3.71 3.71 4.67 2.38 29.5 29.5

130x130 9 12 6.0 22.74 17.9 3.53 3.53 366 366 583 150 4.01 4.01 5.06 2.57 38.7 38.7

12 12 8.5 29.76 23.4 3.64 3.64 467 467 743 192 3.96 3.96 5.00 2.54 49.9 49.9

15 12 8.5 36.75 28.8 3.76 3.76 568 568 902 234 3.93 3.93 4.95 2.53 61.5 61.5

150x150 12 14 7.0 34.77 27.3 4.14 4.14 740 740 1,180 304 4.61 4.61 5.82 2.96 68.1 68.1

15 14 10.0 42.74 33.6 4.24 4.24 888 888 1,410 365 4.56 4.56 5.75 2.92 82.6 82.6

19 14 10.0 53.38 41.9 4.40 4.40 1,090 1,090 1,730 451 4.52 4.52 5.69 2.91 103 103

175x175 * 12 15 11.0 40.52 31.8 4.73 4.73 1,170 1,170 1,860 480 5.38 5.38 6.78 3.44 91.8 91.8

* 15 15 11.0 50.21 39.4 4.85 4.85 1,440 1,440 2,290 589 5.35 5.35 6.75 3.42 114 114

200x200 15 17 12.0 57.75 45.3 5.46 5.46 2,180 2,180 3,470 891 6.14 6.14 7.75 3.93 150 150

20 17 12.0 76.00 59.7 5.67 5.67 2,820 2,820 4,490 1,160 6.09 6.09 7.68 3.90 197 197

25 17 12.0 93.75 73.6 5.86 5.86 3,420 3,420 5,420 1,410 6.04 6.04 7.61 3.88 242 242

250x250 25 24 12.0 119.40 93.7 7.10 7.10 6,950 6,950 11,000 2,860 7.63 7.63 9.62 4.90 388 388

35 24 18.0 162.60 128.0 7.45 7.45 9,110 9,110 14,400 3,790 7.49 7.49 9.42 4.83 519 519

Note * Please contact us in advance for these items
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LOHAH CHAROEN METAL TRADE
@lohah @lohahcharoen @lohahcharoen

CHANNELS
TIS STANDARDS
TIS 1227 - 2558 (2015)

Standard Sectional Dimension
mm

Sectional
Area
cm2

Weight
kg/m.

Reference

HxB t1 t2 r1 r2

Position of
Center of

Gravity cm

Moment of 
Inertia 

cm4

Radius of  
Gyration

cm

Modulus of  
Section

cm

CX CY IX IY iX iY ZX ZY

75x40 5.0 7.0 8 4.0 8.818 6.92 0 1.28 75.3 12.2 2.92 1.17 20.1 4.47

100x50 5.0 7.5 8 4.0 11.92 9.36 0 1.54 188 26.0 3.97 1.48 37.6 7.52

125x65 6.0 8.0 8 4.0 17.11 13.40 0 1.90 424 61.8 4.98 1.90 67.8 13.40

150x75 6.5 10.0 10 5.0 23.71 18.60 0 2.28 861 117.0 6.03 2.22 115.0 22.40

150x75 9.0 12.5 15 7.5 30.59 24.00 0 2.31 1,050 147.0 5.86 2.19 140.0 28.30

180x75 7.0 10.5 11 5.5 27.20 21.40 0 2.13 1,380 131.0 7.12 2.19 153.0 24.30

200x80 7.5 11.0 12 6.0 31.33 24.60 0 2.21 1,950 168.0 7.88 2.32 195.0 29.10

200x90 8.0 13.5 14 7.0 38.65 30.30 0 2.74 2,490 277.0 8.02 2.68 249.0 44.20

250x90 9.0 13.0 14 7.0 44.07 34.60 0 2.40 4,180 294.0 9.74 2.58 334.0 44.50

11.0 14.5 17 8.5 51.17 40.20 0 2.40 4,680 329.0 9.56 2.54 374.0 49.90

300x90 9.0 13.0 14 7.0 48.57 38.10 0 2.22 6,440 309.0 11.50 2.52 429.0 45.70

10.0 15.5 19 9.5 55.74 43.80 0 2.34 7,410 360.0 11.50 2.54 494.0 54.10

12.0 16.0 19 9.5 61.90 48.60 0 2.28 7,870 379.0 11.30 2.48 525.0 56.40

380x100 10.5 16.0 18 9.0 69.39 54.50 0 2.41 14,500 535.0 14.50 2.78 763.0 70.50

 13.0 16.5 18 9.0 78.96 62.00 0 2.33 15,600 565.0 14.10 2.67 823.0 73.60

13.0 20.0 24 12.0 85.71 67.30 0 2.54 17,600 655.0 14.30 2.76 926.0 87.80

Note  Please contact us in advance for these items
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

STEEL SHEET PILES
(Grade SY295 or SY390)
TIS STANDARDS
TIS 1390 - 2539 (1996)

Section

Dimensions Sectional Area Weight Moment of Inertia Section Modulus
w h t per pila per pila per wall width per pila per wall width per pila per wall width

mm mm mm cm2 kg/m. kg/m.2 cm4 cm4 cm3 cm3/m.

in. in. in. in.2 lbs/ft lbs/ft.2 in.4 in/ft.4 in.3 in3/ft.

SP-III A
400 150 13.1 74.40 58.4 146 2,790 22,800 250 1,520

15.7 5.91 0.516 11.53 39.2 29.9 67 167 15.3 2.83

SP-III
400 125 13 76.42 60 150 2,220 16,800 223 1,340

15.7 4.92 0.512 11.85 40.3 30.7 53.3 123 13.6 24.9

SP-IV
400 170 15.5 96.99 76.1 190 4,670 38,600 362 2,270

15.7 6.69 0.610 15.03 51.1 38.9 112 283 22.1 42.2

TOLERANCES
TIS 1390-2539 (1996)

(HOT ROLLED STEEL SHEET PILE "U" SHAPE)

Dimension Tolerance

Height

Width (Wo)

±4%
+10
-5

Thickness
t < 10

10 ≤ t < 16
t ≥ 16

± 1.0
± 1.2
± 1.5

Length (L) +Not Specified
0

Deflection L ≤ 10 m.
L > 10 m.

Full Length (M) x 0.12% max.
Full Length - 10 m. x 0.10% + 12 mm max.

Camber L ≤ 10 m.
L > 10 m.

Full Length (M) x 0.25% max.
Full Length - 10 m. x 0.20% + 25 mm max.

Difference in Vertically Cut Sections Within 4% of Width

Note  -	Defection จะขนานกับทิศทางของผนังเหล็กเข็มพีด ส่วน Camber จะตั้งตรงกับทิศทางของผนังเหล็กเข็มพีด
	 (The deflection shall be in the direction parallel to the sheet pile wall and the camber shall be in the 	
	 direction vertival to the sheet pile wall)
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LOHAH CHAROEN METAL TRADE
@lohah @lohahcharoen @lohahcharoen

Dimensions
mm Sectional

Area
cm2

Weight
kg/m.

Center of
Gravity

cm

Secondary
Moment of Area

cm4

Radius of
Gyration of Area

cm

Modulus of
Section

cm3

Center of 
Shear

cm

HxAxC t CX CY IX IY iX iY ZX ZY SX SY

60x30x10

1.6
2.0
2.3

2.072
2.537
2.872

1.63
1.99
2.25

0
0
0

1.06
1.06
1.06

11.6
14.0
15.6

2.56
3.01
3.32

2.37
2.35
2.33

1.11
1.09
1.07

3.88
4.65
5.20

1.32
1.55
1.71

2.5
2.5
2.5

0
0
0

70x40x25  1.6 3.032 2.38 0 1.80 22.0 8.00 2.69 1.62 6.29 3.64 4.4 0

75x35x15  2.3 3.677 2.89 0 1.29 31.0 6.58 2.91 1.34 8.28 2.98 3.1 0

75x45x15

1.6 2.952 2.32 0 1.72 27.1 8.71 3.03 1.72 7.24 3.13 4.1 0

2.0 3.637 2.86 0 1.72 33.0 10.5 3.01 1.70 8.79 3.76 4.0 0

2.3 4.137 3.25 0 1.72 37.1 11.8 3.00 1.69 9.90 4.24 4.0 0

90x45x20

 1.6
 2.3
 3.2

3.352
4.712
6.367

2.63
3.70
5.00

0
0
0

1.73
1.73
1.72

42.6
58.6
76.9

10.5
14.2
18.3

3.56
3.53
3.48

1.77
1.74
1.69

9.46
13.0
17.1

5.80
5.14
6.57

4.2
4.1
4.1

0
0
0

100x50x20

1.6 3.672 2.88 0 1.87 58.4 14.0 3.99 1.95 11.7 4.47 4.5 0

2.0 4.537 3.56 0 1.86 71.4 16.9 3.97 1.93 14.3 5.40 4.4 0

2.3 5.172 4.06 0 1.86 80.7 19.0 3.95 1.92 16.1 6.06 4.4 0

2.8 6.205 4.87 0 1.88 99.8 23.2 3.96 1.91 20.0 7.44 4.3 0

3.2 7.007 5.50 0 1.86 107 24.5 3.90 1.87 21.3 7.81 4.4 0

 4.0 8.548 6.71 0 1.86 127 28.7 3.85 1.83 25.4 9.13 4.3 0

 4.5 9.469 7.43 0 1.86 139 30.9 3.82 1.81 27.7 9.82 4.3 0

120x40x20  3.2 7.007 5.50 0 1.32 144 15.3 4.53 1.48 24.0 5.71 3.4 0

120x60x20
 2.3 6.092 4.78 0 2.13 140 31.3 4.79 2.27 23.3 8.10 5.1 0

 3.2 8.287 6.51 0 2.12 186 40.9 4.74 2.22 31.0 10.50 4.9 0

120x60x25  4.5 11.72 9.20 0 2.25 252 58.0 4.63 2.22 41.9 15.50 5.3 0

Note  Please contact us in advance for these items

LIGHT LIP  
CHANNELS
TIS STANDARDS 1228 - 2561
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

Dimensions
mm

Sectional
Area
cm2.

Weight
kg/m.

Center of
Gravity

cm

Secondary
Moment of Area

cm4

Radius of
Gyration of Area

cm

Modulus of
Section

cm3

Center of 
Shear

cm

HxAxC t CX CY IX IY iX iY ZX ZY SX SY

125x50x20

2.3 5.747 4.51 0 1.69 137 20.6 4.88 1.89 21.9 6.22 4.1 0

3.2 7.807 6.13 0 1.68 181 26.6 4.82 1.85 29.0 8.02 4.0 0

4.0 9.548 7.50 0 1.68 217 33.1 4.77 1.81 34.7 9.38 4.0 0

4.5 10.59 8.32 0 1.68 238 33.5 4.74 1.78 38.0 10.00 4.0 0

150x50x20

2.3
3.2

4.5

6.322
8.607
11.72

4.96
6.76
9.20

0
0
0

1.55
1.54
1.54

210
280
368

21.9
28.3
35.7

5.77
5.71
5.60

1.86
1.81
1.75

28.0
37.4
49.0

6.33
8.19

10.50

3.8
3.8
3.7

0
0
0

150x65x20

2.3 7.012 5.50 0 2.12 248 41.1 5.94 2.42 33.0 9.37 5.2 0

3.2 9.567 7.51 0 2.11 332 53.8 5.89 2.37 44.3 12.2 5.1 0

4.0 11.75 9.22 0 2.11 401 63.7 5.84 2.33 53.5 14.5 5.0 0

150x75x20

3.2
4.0
4.5

10.21
12.55
13.97

8.01
9.85

11.00

0
0
0

2.51
2.51
2.50

366
445
489

76.4
91.0
99.2

5.99
5.95
5.92

2.74
2.69
2.66

48.9
59.3
65.2

15.3
18.2
19.8

5.1
5.8
6.0

0
0
0

150x75x25

3.2 10.53 8.27 0 2.66 375 83.6 5.97 2.82 50.0 17.3 6.4 0

4.0 12.95 10.20 0 2.65 455 99.8 5.93 2.78 60.6 20.6 6.3 0

4.5 14.42 11.30 0 2.65 501 109 5.90 2.75 66.9 22.5 6.3 0

200x75x20
3.2

4.0
4.5

11.81
14.55
16.22

9.27
11.40
12.70

0
0
0

2.19
2.19
2.19

716
871
963

84.1
100
109

7.79
7.74
7.71

2.67
2.62
2.60

71.6
87.1
96.3

15.8
18.9
20.6

5.4
5.3
5.3

0
0
0

200x75x25

3.2 12.13 9.52 0 2.33 736 92.3 7.70 2.76 73.6 17.8 5.7 0

4.0 14.95 11.70 0 2.32 895 110 7.74 2.72 89.5 21.3 5.7 0

4.5 16.67 13.10 0 2.32 990 121 7.61 2.69 99 23.3 5.6 0

250x75x25 4.5 18.92 14.90 0 2.07 1,690 129 9.44 2.62 135 23.8 5.1 0

Note * Please contact us in advance for these items

LIGHT LIP  
CHANNELS
TIS STANDARDS 1228 - 2561



-20-

LOHAH CHAROEN METAL TRADE
@lohah @lohahcharoen @lohahcharoen

LIGHT GAUGE 
CHANNELS

Sectional Dimensions Weight

H B t Length kg

50 mm 25 mm 2 mm 6 m 9 kg.

60 mm 30 mm 2.3 mm 6 m 12 kg.

75 mm 38 mm 1.6 mm 6 m 11 kg.

75 mm 38 mm 2 mm 6 m 13.8 kg.

75 mm 38 mm 3 mm 6 m 20 kg.

75 mm 38 mm 4.5 mm 6 m 30 kg.

75 mm 38 mm 6 mm 6 m 40 kg.

100 mm 50 mm 2.3 mm 6 m 20.8 kg.

100 mm 50 mm 3.2 mm 6 m 28.5 kg.

100 mm 50 mm 4.5 mm 6 m 40.5 kg.

100 mm 50 mm 6 mm 6 m 53 kg.

125 mm 50 mm 3.2 mm 6 m 33 kg.

125 mm 50 mm 4.5 mm 6 m 46.5 kg.

125 mm 50 mm 6 mm 6 m 60 kg.

150 mm 50 mm 3.2 mm 6 m 36 kg.

150 mm 50 mm 4.5 mm 6 m 50 kg.

150 mm 50 mm 6 mm 6 m 67 kg.

150 mm 75 mm 3.2 mm 6 m 44 kg.

150 mm 75 mm 4.5 mm 6 m 60.6 kg.

150 mm 75 mm 6 mm 6 m 79.2 kg.

200 mm 50 mm 4.5 mm 6 m 60.6 kg.

200 mm 50 mm 6 mm 6 m 81 kg.

200 mm 100 mm 4.5 mm 6 m 83 kg.

200 mm 100mm 6mm 6 m 109 kg.

250 mm 50 mm 6 mm 6 m 95 kg.

300 mm 50 mm 4.5 mm 6 m 83 kg.

300 mm 50 mm 6 mm 6 m 110 kg.
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

PLATES
TIS 1479-2558/SS400
(Metric Size)
Kilograms of Standard Size  
(0.7293 kg/mm. ft2)

Thickness Unit 
Weight

Width x Length, ft.2

Area, ft.2

mm kg/ft.2 3x6 4x8 4x10 4x16 4x20 5x10 5x20

1.2 0.876 15.8 28 35 56 70

1.4 1.022 18.4 32.7 40.9 65.4 81.8

1.5 1.095 19.7 35 43.8 70 87.6

1.6 1.168 21 37.4 46.7 74.7 93.4

1.8 1.314 23.6 42 52.6 84 105

2 1.46 26.3 46.7 58.4 93.4 116.8 73 146

2.3 1.679 30 53.7 67 107.5 134 83.9 167.9

2.5 1.825 32.9 58.4 73 116.8 146 91 183

2.8 2.044 36.8 65.4 81.8 130.8 163.5 102 204.4

3 2.19 39.4 70 87.6 140 175 109.5 219

3.2 2.334 42 74.7 93.4 149 187 117 233

4.0 2.915 52.5 93.3 116.6 186.7 233.3 145.8 291.7

4.5 3.282 59.1 105 131 210 263 164 328

5 3.646 65.6 117 146 233 292 182 365

6 4.376 78.8 140 175 280 350 219 438

7 5.105 91.9 183 204 327 408 255 510

8 5.384 105 187 233 373 467 292 583

9 6.564 118 210 263 420 525 328 656

10 7.293 131 233 292 467 583 365 729

11 8.022 144 257 321 513 642 401 802

12 8.752 158 280 350 560 700 438 875

12.7 9.262 167 296 370 593 741 463 926

13 9.481 171 303 379 607 758 474 948

14 10.21 184 327 408 653 817 510 1,021

15 10.94 197 350 438 700 875 547 1,094

16 11.67 210 373 467 747 934 584 1,167

Note  Please contact us in advance for these items	
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LOHAH CHAROEN METAL TRADE
@lohah @lohahcharoen @lohahcharoen

PLATES
TIS 1479-2558/SS400
(Metric Size)
Kilograms of Standard Size  
(0.7293 kg/mm. ft2)

Thickness Unit 
Weight

Width x Length, ft.2

Area, ft.2

mm kg/ft.2 3x6 4x8 4x10 4x16 4x20 5x10 5x20

17 12.40 223 397 496 794 992 620 1,240

18 13.13 236 420 525 840 1,050 656 1,313

19 13.86 249 444 554 887 1,109 693 1,386

20 14.59 263 467 584 934 1,167 730 1,459

21 15.32 276 490 613 980 1,226 766 1,532

22 16.04 289 513 642 1,027 1,283 802 1,604

23 16.77 302 537 671 1,073 1,342 838 1,677

24 17.50 315 560 700 1,120 1,400 875 1,750

25 18.23 328 583 729 1,167 1,458 912 1,823

25.4 18.52 333 593 741 1,185 1,482 926 1,852

26 18.96 341 607 758 1,213 1,517 948 1,896

27 19.69 354 630 788 1,260 1,575 984 1,969

28 20.42 368 653 817 1,307 1,634 1,021 2,042

29 21.15 381 677 846 1,354 1,692 1,058 2,115

30 21.88 394 700 875 1,400 1,750 1,094 2,188

32 23.34 420 747 934 1,494 1,867 1,167 2,334

34 24.80 446 794 992 1,587 1,984 1,240 2,480

36 26.25 472 840 1,050 1,680 2,100 1,312 2,625

38 27.71 499 887 1,108 1,773 2,217 1,386 2,771

40 29.17 525 933 1,167 1,867 2,334 1,458 2,917

45 32.82 591 1,050 1,313 2,100 2,626 1,641 3,282

50 36.46 656 1,167 1,458 2,333 2,917 1,823 3,646

55 40.11 722 1,284 1,604 2,567 3,209 2,006 4,011

60 43.76 788 1,400 1,750 2,801 3,501 2,188 4,376

65 47.40 853 1,517 1,896 3,034 3,792 2,370 4,740

70 51.05 919 1,634 2,042 3,267 4,084 2,552 5,104

Note  Please contact us in advance for these items	
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LOHAH CHAROEN METAL TRADE
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COLD ROLLED 
STEEL SHEET
TIS 2012-2558

Thickness Width x Length Weight of One plate(kg)

T(mm) 4'x8' (1219 x 2438mm)

0.4 mm 9.4 kg.

0.5 mm 11.7 kg.

0.6 mm 14 kg.

0.7 mm 16.4 kg.

0.8 mm 18.7 kg.

0.9 mm 21 kg.

1 mm 23.5 kg.

1.2 mm 28 kg.

1.4 mm 33 kg.

1.5 mm 35 kg.

1.6 mm 37.5 kg.

1.8 mm 42 kg.

2 mm 47 kg.

2.3 mm 54 kg.

2.5 mm 59 kg.

3 mm 70 kg.
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LOHAH CHAROEN METAL TRADE
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CHECKERED 
PLATES
SS400
Standard Size and Weight Table, kg/cut-length sheet

Thickness
mm

Weight
kg/ft.2

Width and Length, mm (Figures in the lower e.g. 3x6 are nominal sizes in feet.)
914x1,829 914x3,658 1,219x2,438 1,219x3,048 1,219x4,877 1,219x6,096 1,524x3,048 1,524x6,096

	 (3x6) 	 (3x12) 	 (4x8) 	 (4x10) 	 (4x16) 	 (4x20) 	 (5x10) 	 (5x20)

2.3 1.83 33.0 66.0 58.6 73.3 177 - - -

3.2 2.48 44.8 89.6 79.6 99.6 159 199 - -

4.0 3.19 57.56 110.12 98.44 121.80 191.88 238.60 151 297

4.5 3.43 61.8 124 110 137 220 275 172 344

6.0 4.52 81.5 163 145 181 290 362 227 453

8.0 6.00 108 216 192 240 383 479 299 599

9.0 6.72 121 242 215 269 430 537 336 672

Note  Please contact us in advance for these items	
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

FLAT BARS
(Metric Size)
TIS 528-2548

Standard
Sectional

Dimension Sectional
Area
cm2

Unit
Weight
kg/m.

Standard
Sectional

Dimension Sectional
Area
cm2

Unit
Weight
kg/m.

Standard
Sectional

Dimension Sectional
Area
cm2

Unit
Weight
kg/m.

Standard
Sectional

Dimension Sectional
Area
cm2

Unit
Weight
kg/m.Thick-

ness
mm

Width
mm

Thick-
ness
mm

Width
mm

Thick-
ness
mm

Width
mm

Thick-
ness
mm

Width
mm

4.5 25 1.125 0.88 9 180 16.20 12.7 16 300 48.00 37.7 25 180 45.00 35.3

32 1.440 1.13 200 18.00 14.1 19 38 7.22 5.67 200 50.00 39.2

38 1.710 1.34 230 20.70 16.2 44 8.36 6.56 230 57.50 45.1

44 1.980 1.55 250 22.50 17.7 50 9.50 7.46 250 62.50 49.1

50 2.250 1.77 12 25 3.00 2.36 65 12.35 9.69 280 70.00 55.0

6 25 1.500 1.18 32 3.81 3.01 75 14.25 11.2 300 75.00 58.9

32 1.920 1.51 38 4.56 3.58 90 17.10 13.4 28 100 28.00 22.0

38 2.280 1.79 44 5.28 4.14 100 19.00 14.9 125 35.00 27.5

44 2.640 2.07 50 6.00 4.71 125 23.75 18.6 150 42.00 33.0

50 3.000 2.36 65 7.80 6.12 150 28.50 22.4 180 50.40 39.6

65 3.900 3.06 75 9.00 7.06 180 34.20 26.8 200 56.00 44.0

75 4.500 3.53 90 10.80 8.48 200 38.00 29.8 230 64.40 50.6

90 5.400 4.24 100 12.00 9.42 230 43.70 34.3 250 70.00 55.0

100 6.000 4.71 125 15.00 11.8 250 47.50 37.3 280 78.40 61.5

125 7.500 5.89 150 18.00 14.1 280 53.20 41.8 300 84.00 65.9

8 25 2.000 1.57 180 21.60 17.0 300 57.00 44.7 32 100 32.00 25.1

32 2.560 2.01 200 24.00 18.8 22 50 11.00 8.64 125 40.00 31.4

38 3.040 2.39 230 27.60 21.7 65 14.30 11.2 150 48.00 37.7

44 3.520 2.76 250 30.00 23.6 75 16.50 13.0 180 57.60 45.2

50 1.000 3.14 280 33.60 26.4 90 19.80 15.5 200 64.00 50.2

65 5.200 4.08 300 36.00 28.3 100 22.00 17.3 230 73.60 57.8

75 6.000 4.71 16 32 5.12 4.02 125 27.50 21.6 250 80.00 62.8

90 7.200 5.65 38 6.08 4.77 150 33.00 25.9 280 89.60 70.3

100 8.000 6.28 44 7.04 5.53 180 39.60 31.1 300 96.00 75.4

125 10.000 7.85 50 8.00 6.28 200 44.00 34.5 36 100 36.00 28.3

9 25 2.250 1.77 65 10.40 8.16 230 50.60 39.7 125 45.00 35.3

32 2.280 2.26 75 12.00 9.42 250 55.00 43.2 150 54.00 42.4

38 3.420 2.68 90 14.40 11.3 280 61.60 48.4 180 64.80 50.9

44 3.960 3.11 100 16.00 12.6 300 66.00 51.8 200 72.00 56.5

50 4.500 3.53 125 20.00 15.7 25 50 12.50 9.81 230 82.80 65.0

65 5.850 4.59 150 24.00 18.8 65 16.25 12.8 250 90.00 70.6

75 6.750 5.30 180 28.80 22.6 75 18.75 14.7 280 100.80 79.1

90 8.100 6.36 200 32.00 25.1 90 22.50 17.7 300 108.00 84.8

100 9.000 7.06 230 36.80 28.9 100 25.00 19.6

125 11.250 8.83 250 40.00 31.4 125 31.25 24.5

150 13.500 10.60 280 44.80 35.2 150 37.50 29.4
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LOHAH CHAROEN METAL TRADE
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COLD DRAWN STEELROUND BARS
Grade : SS400

Dimension Weight

A (in) x H (m) kg

1/8 X 4 m. 0.25 kg.

3/16 X 4 m. 0.56 kg.

1/4 X 4 m. 1 kg.

5/16 X 4 m. 1.56 kg.

3/8 X 6 m. 3.4 kg.

1/2 X 6 m. 6 kg.

5/8 X 6 m. 9.4 kg.

3/4 X 6 m. 13.5 kg.

7/8 X 6 m. 18.3 kg.

1 X 6 m. 24 kg.

1-1/8 X 6 m. 30.5 kg.

1-1/4 X 6 m. 38 kg.

1-3/8 X 6 m. 45.5 kg.

1-1/2 X 6 m. 54 kg.

1-5/8 X 6 m. 64 kg.

1-3/4 X 6 m. 74 kg.

1-7/8 X 6 m. 84 kg.

2 X 6 m. 96 kg.

 2-1/4 X 6 m. 121 kg.

2-1/2 X 6 m. 151 kg.

2-3/4 X 6 m. 181 kg.

3 X 6 m. 216 kg.

3-1/4 X 6 m. 253 kg.

3-1/2 X 6 m. 294 kg.

4 X 6 m. 384 kg.

4-1/2 X 6 m. 485 kg.

5 X 6 m. 600 kg.

5-1/2 X 6 m. 725 kg.

6 X 6 m. 862 kg.
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LOHAH CHAROEN METAL TRADE
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COLD DRAWN STEELROUND BARS
Grade : SS400

Dimension Weight

A (in) x H (m) kg

3 mm X 4 m. 0.22 kg.

4 mm X 4 m. 0.4 kg.

5 mm X 4 m. 0.62 kg.

5.5 mm X 4 m. 0.75 kg.

6 mm X 4 m. 0.89 kg.

7 mm X 4 m. 1.21 kg.

8 mm X 4 m. 1.58 kg.

9 mm X 6 m. 3 kg.

10 mm X 6 m. 3.7 kg.

12 mm X 6 m. 5.33 kg.

15 mm X 6 m. 8.32 kg.

18 mm X 6 m. 12 kg.

20 mm X 6 m. 14.8 kg.

25 mm X 6 m. 23.12 kg.

30 mm X 6 m. 33.3 kg.

35 mm X 6 m. 45.3 kg.

40 mm X 6 m. 59.2 kg.

50 mm X 6 m. 92.5 kg.

60 mm X 6 m. 133.2 kg.

70 mm X 6 m. 181.3 kg.

80 mm X 6 m. 236.8 kg.

90 mm X 6 m. 299.7 kg.

100 mm X 6 m. 370 kg.

125 mm X 6 m. 578 kg.

150 mm X 6 m. 833 kg.

200 mm X 6 m. 1,480 kg.
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LOHAH CHAROEN METAL TRADE
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Norminal Dimension Weight

A X H kg

9 X 9 mm 4.5 kg.

12 X 12 mm 6.7 kg.

16 X 16 mm 12.1 kg.

19 X 19 mm 17 kg.

25 X 25 mm 29.5 kg.

32 X 32 mm 48.3 kg.

38 X 38 mm 68 kg.

50 X 50 mm 118 kg.

65 X 65 mm 199 kg.

75 X 75 mm 265 kg.

SQUARE BAR  
Grade : SS00
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Name Diameter
(mm)

Weight
(kg/m.)

Cross Section 
Area (sq.cm.)

Circumference
(cm)

RB 6 6 0.222 28.3 18.8

RB 9 9 0.499 63.6 28.2

RB 12 12 0.888 131.1 37.7

RB 15 15 1.387 176.7 47.1

RB 19 19 2.226 283.5 59.6

RB 25 25 3.853 490.9 78.5

RB 28 « 28 4.834 615.8 87.9

RB 34 « 34 7.127 907.9 106.8

Note « Please contact us in advance for these items

ROUND BARS SR24
Size and Weight
TIS 20-2559

Name Diameter
(mm)

Weight
(kg/m.)

Cross Section 
Area (sq.cm.)

Circumference
(cm)

DB 10 10 0.616 78.5 31.4

DB 12 12 0.888 113.1 37.7

DB 16 16 1.578 201.1 50.3

DB 20 20 2.466 314.2 62.9

DB 22 « 22 2.984 380.1 69.1

DB 25 25 3.853 490.9 78.6

DB 28 28 4.834 615.8 88.0

DB 32 « 32 6.313 804.2 100.6

DB 36 « 36 7.990 1,017.9 113.1

DB 40 « 40 9.865 1,256.6 126.0

Note « Please contact us in advance for these items

DEFORMED BARS 
Size and Weight
TIS 24-2559
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Sectional Dimension Weight

C A B t Length kg/m

25.4 50.80 50.80 4.76 6 m 6

32.1 63.5 63.5 5.9 6 m 9

34.13 66.67 66.67 6.35 6 m 10

38.1 69.85 69.85 7.54 6 m 12

42.86 79.37 79.37 8.33 8 m 15

50.80 93.66 93.66 10.72 6 m 22

50.8 93.66 93.66 10.72 8 m 22

50.8 93.66 93.66 10.72 10 m 22

60.33 107.96 107.96 12.3 10 m 30

62.71 122.24 122.24 13.49 10 m 37

68 135 114 13 8-12 m 38

70 140 114 14.5 8-12 m 43

72 152 132 16 8-12 m 50

STEEL RAILS  
SPECIFICATIONS : Q 235, 55Q

S	 Standard GB 11264-89
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

CARBON STEEL PIPE
FOR GENERAL STRUCTURAL PURPOSES
TIS STANDARD : 107-2561
JIS G3444

Dimension Tolerances
Outside Diameter :	≤ 50 mm : ± 0.5 mm	 Thickness : 2.0 ≤ t ≤ 3.2 : ± 0.30 mm	 Weight : ±10%
	 > 50 mm : ± 1%		  4.0 ≤ t ≤ 8.0 : ± 10%
	

Nominal
Dimension

Outside
Diameter Thickness Calculate

Weight
Cross

Sectional
Area

Geomet-
rical

Moment
of Inertia

Modulus
of

Section

Radius
of

Gyration

DN D T W A I Z i

in mm mm kg/m. cm2 cm4 cm3 cm

½ (15) 21.70 2.0 0.97 1.24 0.61 0.56 0.70

¾ (20) 27.20 2.0 1.24 1.58 1.26 0.93 0.89

2.3 1.41 1.80 1.41 1.03 0.88

1 (25) 34.00 2.3 1.80 2.29 2.89 1.70 1.12

1¼ (32) 42.70 2.3 2.29 2.92 5.97 2.80 1.43

2.5 2.48 3.16 6.40 3.00 1.42

3.2 3.09 3.94 7.62 3.59 1.40

1½ (40) 48.50 2.3 2.63 3.35 8.99 3.70 1.64

2.5 2.84 3.62 9.65 3.97 1.63

2.8 3.16 4.03 10.60 4.36 1.62

3.2 3.58 4.56 11.80 4.86 1.61

2 (50) 60.50 2.3 3.30 4.21 17.80 5.90 2.06

3.2 4.52 5.76 23.70 7.84 2.03

4.0 5.57 7.10 28.50 9.41 2.00

2½ (65) 76.30 2.3 4.20 5.35 36.64 9.60 2.62

2.8 5.08 6.47 43.70 11.50 2.60

3.2 5.77 7.35 49.20 12.90 2.59

4.0 7.13 9.09 59.50 15.60 2.58

3 (80) 89.10 2.8 5.96 7.59 70.70 15.90 3.05

3.2 6.78 8.64 79.80 17.90 3.04

4.0 8.39 10.69 97 21.80 3.01

3½ (90) 101.60 3.2 7.76 9.89 120 23.60 3.48

4.0 9.63 12.26 145 28.80 3.45

4 (100) 114.30 3.2 8.77 11.17 172 30.20 3.93

3.5 9.58 12.18 187 32.70 3.92

4.5 12.20 15.52 234 41.00 3.89

5 (125) 139.80 3.6 12.10 15.40 357 51.10 4.82

4.0 13.40 17.07 394 56.30 4.80

4.5 15.00 19.13 438 62.70 4.79

6.0 19.80 25.22 466 80.20 4.74

6 (150) 165.20 4.5 17.80 22.72 734 88.90 5.68

5.0 19.80 25.16 808 97.80 5.67

6.0 23.60 30.01 952 115.00 5.63

7.1 27.70 35.26 1,100 134.00 5.60

Note  Please contact us in advance for these items

Nominal
Dimension

Outside
Diameter Thickness Calculate

Weight
Cross

Sectional
Area

Geomet-
rical

Moment
of Inertia

Modulus
of

Section

Radius
of

Gyration

DN D T W A I Z i

in mm mm kg/m. cm2 cm4 cm3 cm

7 (175) 190.70 4.50 20.70 26.32 1,140 120 6.59

5.30 24.20 30.87 1,330 139 6.56

6.00 27.30 34.82 1,490 156 6.53

7.00 31.70 40.40 1,710 179 6.50

8.20 36.90 47.01 1,960 206 6.46

8 (200) 216.30 4.50 23.50 29.94 1,680 155 7.49

5.80 30.10 38.36 2,130 197 7.45

6.00 31.10 39.64 2,190 203 7.44

7.00 36.10 46.03 2,520 233 7.40

8.00 41.10 52.35 2,840 263 7.37

8.20 42.10 53.61 2,910 269 7.36

10 (250) 267.40 6.00 38.70 49.27 4,210 315 9.24

6.60 42.40 54.08 4,600 344 9.22

7.00 45.00 57.26 4,860 363 9.21

8.00 51.20 65.19 5,490 411 9.18

9.00 57.30 73.06 6,110 457 9.14

9.30 59.20 75.41 6,290 470 9.13

12 (300) 318.50 6.00 46.20 58.91 7,190 452 11.10

6.90 53.00 67.55 8,200 515 11.00

8.00 61.30 78.04 9,410 591 11.00

9.00 68.70 87.51 10,500 659 10.90

10.30 78.30 99.73 11,900 744 10.90

14 (350) 355.60 6.40 55.10 70.21 10,700 602 12.30

7.90 67.70 86.29 13,000 734 12.30

9.00 76.90 98.00 14,700 828 12.30

9.50 81.10 103.30 15,500 871 12.20

12.00 102.00 129.50 19,100 1,080 12.20

12.70 107.00 136.80 20,100 1,130 12.20

16 (400) 406.40 7.90 77.60 98.90 19,600 967 14.10

9.00 88.20 112.40 22,200 1,090 14.10

9.50 93.00 118.50 23,300 1,150 14.00

12.00 117.00 148.70 28,900 1,420 14.00

12.70 123.00 157.10 30,500 1,500 13.90
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SQUARE TUBE
TIS STANDARD : 107-2561
JIS G3466

Dimension Tolerances
Outside Diameter :	≤ 100 mm : ± 1.5 mm	 Thickness : 2.0 ≤ t ≤ 3.2 : ± 0.30 mm	 Weight : ±10%
	 > 100 mm : ± 1.5%		  4.0 ≤ t ≤ 8.0 : ± 10%

Side Length Thickness
mm

Calculate
Weight
kg/m.

Cross
Sectional Area

cm2

Geometrical
Moment of Inertia

cm4

Modulus of
Section

cm3

Radius of
Gyration

cmin mm
D x B T W A IX ,  IY ZX , ZY iX , iY

1x1 25x25 2.00 1.36 1.74 1.48 1.19 0.92

2.30 1.53 1.97 1.61 1.29 0.90

3.20 1.98 2.53 2.26 1.81 0.90

1¼x1¼ 32x32 2.30 2.04 2.60 3.71 2.32 1.20

3.20 2.69 3.42 4.54 2.84 1.15

1½x1½ 38x38 2.30 2.47 3.15 6.54 3.44 1.44

3.20 3.29 4.19 8.18 4.30 1.40

2x2 50x50 1.60 2.38 3.03 11.70 4.68 1.96

2.00 2.91 3.70 13.90 5.57 1.94

2.30 3.34 4.25 15.90 6.34 1.93

3.20 4.50 5.73 20.40 8.16 1.89

 4.00 5.35 6.81 22.90 9.15 1.83

 5.00 6.39 8.14 25.70 10.30 1.78

2   x2 60x60 1.60 2.88 3.68 20.70 6.89 2.37

2.30 4.06 5.18 28.30 9.44 2.34

3.20 5.50 7.00 36.90 12.30 2.30

3x3 75x75 2.30 5.14 6.55 57.10 15.20 2.95

3.20 7.01 8.93 75.50 20.10 2.91

4.00 8.59 10.95 90.20 24.10 2.87

4.50 9.55 12.17 98.60 26.30 2.85

3½x3½ 90x90  2.30 6.23 7.93 101.00 22.40 3.56

 3.20 8.51 10.85 135.00 29.90 3.52

4x4 100x100 2.30 6.95 8.85 140.00 27.90 3.97

3.20 9.52 12.13 187.00 37.50 3.93

4.00 11.70 14.95 226.00 45.30 3.89

4.50 13.10 16.67 249.00 49.90 3.87

6.00 17.00 21.63 311.00 62.30 3.79

Note  Please contact us in advance for these items	
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

SQUARE TUBE
TIS STANDARD : 107-2561
JIS G3466

Dimension Tolerances
Outside Diameter :	≤ 100 mm : ± 1.5 mm	 Thickness : 2.0 ≤ t ≤ 3.2 : ± 0.30 mm	 Weight : ±10%
	 > 100 mm : ± 1.5%		  4.0 ≤ t ≤ 8.0 : ± 10%

Side Length Thickness
mm

Calculate
Weight
kg/m.

Cross
Sectional Area

cm2

Geometrical
Moment of Inertia

cm4

Modulus of
Section

cm3

Radius of
Gyration

cmin mm
D x B T W A IX ,  IY ZX , ZY iX , iY

5x5 125x125 3.20 12.00 15.33 376.00 60.10 4.95

4.50 16.60 21.17 506.00 80.90 4.89

 5.00 18.30 23.36 553.00 88.40 4.86

6.00 21.70 27.63 641.00 103.00 4.82

6x6 150x150 3.20 14.54 18.52 675.22 90.03 5.99

4.50 20.10 25.67 896.00 120.00 5.91

5.00 22.30 28.36 982.00 131.00 5.89

6.00 26.40 33.63 1,150.00 153.00 5.84

8x8 200x200 4.50 27.20 34.67 2,190.00 219.00 7.95

6.00 35.80 45.63 2,830.00 283.00 7.88

 8.00 46.90 59.79 3,620.00 362.00 7.78

 9.00 52.30 66.67 3,990.00 399.00 7.73

 12.00 67.90 86.53 4,980.00 498.00 7.59

10x10 250x250 5.00 38.00 48.36 4,810.00 384.00 9.97

6.00 45.20 57.63 5,670.00 454.00 9.92

 8.00 59.50 75.79 7,320.00 585.00 9.82

 9.00 66.50 84.67 8,090.00 647.00 9.78

 12.00 86.80 110.50 10,300.00 820.00 9.63

12x12 300x300 4.50 41.30 52.67 7,630.00 508.00 12.00

6.00 54.70 69.63 9,960.00 664.00 12.00

 9.00 80.60 102.70 14,300.00 956.00 11.80

 12.00 106.00 134.50 18,300.00 1,220.00 11.70

14x14 350x350  9.00 94.70 120.70 23,200.00 1,320.00 13.90

 12.00 124.00 158.50 29,800.00 1,700.00 13.70

Note  Please contact us in advance for these items	
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RECTANGULAR TUBE
TIS STANDARD : 107-2561
JIS G3466

Dimension Tolerances
Outside Diameter :	≤ 100 mm : ± 1.5 mm	 Thickness : 2.0 ≤ t ≤ 3.2 : ± 0.30 mm	 Weight : ±10%
	 > 100 mm : ± 1.5%		  4.0 ≤ t ≤ 8.0 : ± 10%

Side Length
Thickness

mm
Calculate
Weight
kg/m.

Cross
Sectional 

Area
cm2

Geometrical
Moment of Inertia

cm4

Modulus of
Section

cm3

Radius of
Gyration

cmin mm

D x B T W A IX IY ZX ZY iX iY

2x1 50x25 2.30 2.44 3.10 9.31 3.10 3.72 2.48 1.73 1.00

3.20 3.24 4.13 11.60 3.80 4.65 3.04 1.68 0.96

2   x1¼ 60x30 2.30 2.98 3.80 16.80 5.65 5.61 3.76 2.11 1.22

3.20 3.99 5.09 21.40 7.08 7.15 4.72 2.05 1.18

3x1½ 75x38 2.30 3.81 4.85 34.60 12.00 9.23 6.30 2.67 1.57

3.20 5.15 6.56 45.00 15.40 12.00 8.09 2.62 1.53

3x1¾ 75x45 2.30 4.06 5.17 38.90 17.60 10.40 7.82 2.74 1.84

3.20 5.50 7.01 50.80 22.80 13.50 10.10 2.69 1.80

3½x1¾ 90x45  2.30 4.60 5.86 61.00 20.80 13.60 9.22 3.23 1.88

 3.20 6.25 7.97 80.20 27.00 17.80 12.00 3.17 1.84

4x2 100x50 2.30 5.14 6.55 84.80 29.00 17.00 11.60 3.60 2.10

3.20 7.01 8.93 112.00 38.00 22.50 15.20 3.55 2.06

4.00 8.59 10.95 142.00 46.70 28.40 18.70 3.55 2.03

4.50 9.55 12.17 147.00 48.90 29.30 19.50 3.47 2.00

5x2 125x50 3.20 8.26 10.53 198.00 46.70 31.60 18.70 4.33 2.11

4.00 10.20 12.95 238.00 55.60 38.00 22.60 4.28 2.07

4.50 11.3 14.42 261.00 60.60 41.70 24.20 4.25 2.05

5x3 125x75 2.30 6.95 8.85 192.00 87.50 30.60 23.30 4.65 3.14

3.20 9.52 12.13 257.00 117.00 41.10 31.10 4.60 3.10

4.00 11.70 14.95 311.00 141.00 49.70 37.50 4.56 3.07

4.50 13.10 16.67 342.00 155.00 54.80 41.20 4.53 3.04

6.00 17.00 21.63 428.00 192.00 68.50 51.10 4.45 2.98

Note  Please contact us in advance for these items
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@lohah@lohahcharoen@lohahcharoen

Side Length
Thickness

mm
Calculate
Weight
kg/m.

Cross
Sectional 

Area
cm2

Geometrical
Moment of Inertia

cm4

Modulus of
Section

cm3

Radius of
Gyration

cmin mm

D x B T W A IX IY ZX ZY iX iY

6x2 150x50 3.20 9.52 12.12 330.36 57.07 44.05 22.83 5.22 2.17

4.50 13.08 16.67 448.48 75.27 59.80 30.11 5.19 2.13

6.00 16.98 21.63 574.03 93.15 76.54 37.26 5.15 2.08

9.00 24.08 30.67 792.93 120.21 105.72 48.08 5.08 1.98

6x3 150x75 3.20 10.80 13.73 402.00 137.00 53.60 36.60 5.41 3.16

6x3 150x80  4.50 15.20 19.37 563.00 211.00 75.00 52.90 5.39 3.30

 6.00 19.80 25.23 710.00 264.00 94.70 66.10 5.31 3.24

6x4 150x100 3.20 12.00 15.33 488.00 262.00 65.10 52.50 5.64 4.14

4.50 16.60 21.17 658.00 352.00 87.70 70.40 5.58 4.08

6.00 21.70 27.63 835.00 444.00 111.00 88.80 5.50 4.01

 9.00 31.10 39.67 1,130.00 595.00 151.00 119.00 5.33 3.87

8x4 200x100 4.50 20.10 25.67 1,330.00 455.00 131.00 90.90 7.20 4.21

6.00 26.40 33.63 1,700.00 577.00 170.00 115.00 7.12 4.14

 9.00 38.20 48.67 2,350.00 782.00 235.00 156.00 6.94 4.01

Note  Please contact us in advance for these items

RECTANGULAR TUBE
TIS STANDARD : 107-2561
JIS G3466

Dimension Tolerances
Outside Diameter :	≤ 100 mm : ± 1.5 mm	 Thickness : 2.0 ≤ t ≤ 3.2 : ± 0.30 mm	 Weight : ±10%
	 > 100 mm : ± 1.5%		  4.0 ≤ t ≤ 8.0 : ± 10%
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Designation
of

Thread

Outside 
Diameter Thickness Calculated Weight Threds  

Per
25.4 mmD (mm) T (mm) Plain Ends

kg/m
Threads & Coupling

kg/m

1/2” 21.0 - 21.4 2.0 0.947 0.956 14.0

3/4” 26.4 - 26.9 2.3 1.380 1.390 14.0

1” 33.2 - 33.8 2.6 1.980 2.000 11.0

1-1/4” 41.9 - 42.5 2.6 2.540 2.570 11.0

1-1/2” 47.8 - 48.4 2.9 3.230 3.270 11.0

2” 59.6 - 60.2 2.9 4.080 4.150 11.0

2-1/2” 75.2 - 76.0 3.2 5.710 5.830 11.0

3” 87.9 - 88.7 3.2 6.720 6.890 11.0

4” 113.0 - 113.9 3.6 9.750 10.000 11.0

Designation
of

Thread

Outside 
Diameter Thickness Calculated Weight Threds  

Per
25.4 mmD (mm) T (mm) Plain Ends

kg/m
Threads & Coupling

kg/m

1/2” 21.1 - 21.7 2.6 1.210 1.220 14.0

3/4” 26.6 - 27.2 2.6 1.560 1.570 14.0

1” 33.4 - 34.2 3.2 2.410 2.430 11.0

1-1/4” 42.1 - 42.9 3.2 3.100 3.130 11.0

1-1/2” 40.8 - 48.8 3.2 3.570 3.610 11.0

2” 59.8 - 60.8 3.6 5.030 5.100 11.0

2-1/2” 75.4 - 76.6 3.6 6.430 6.550 11.0

3” 88.1 - 89.5 4.0 8.370 8.540 11.0

4” 113.3 - 114.9 4.5 12.200 12.500 11.0

5” 138.7 - 140.6 5.0 16.600 17.100 11.0

6” 164.1 - 166.1 5.0 19.700 20.300 11.0

GALVANIZED STEEL PIPE
Standard : BS 1387-1985

Class Light (BS-S)

GALVANIZED STEEL PIPE
Standard : BS 1387-1985

Class Medium (BS-M)
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LOHAH CHAROEN METAL TRADE
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Designation  
of

Thread

Outside 
Diameter Thickness Calculated Weight Threds  

Per
25.4 mmD (mm) T (mm) Plain Ends

kg/m
Threads & Coupling

kg/m

1/2” 21.1 - 21.7 3.2 1.440 1.450 14.0

3/4” 26.6 - 27.2 3.2 1.870 1.880 14.0

1” 33.4 - 34.2 4.0 2.940 2.960 11.0

1-1/4” 42.1 - 42.9 4.0 3.800 3.830 11.0

1-1/2” 48.0 - 48.8 4.0 4.380 4.420 11.0

2” 59.8 - 60.8 4.5 6.190 6.260 11.0

2-1/2” 75.4 - 76.6 4.5 7.930 8.050 11.0

3” 88.1 - 89.5 5.0 10.300 10.500 11.0

4” 113.3 - 114.9 5.4 14.500 14.800 11.0

5” 138.7 - 140.6 5.4 17.900 18.400 11.0

6” 164.1 - 166.1 5.4 21.300 21.900 11.0

GALVANIZED STEEL PIPE
Standard : BS 1387-1985

Class Heavy (BS-H)
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Designation  
of

Thread

Outside 
Diameter Thickness Calculated Weight Threds  

Per
25.4 mmD (mm) T (mm) kg/m kg/6m

1/2” 21.1 - 21.8 2.6 1.21 7.26 14.0

3/4” 26.5 - 27.3 2.6 1.56 9.36 14.0

1” 33.3 - 34.2 3.2 2.41 14.46 11.0

1-1/4” 42.0 - 42.9 3.2 3.10 18.60 11.0

1-1/2” 47.9 - 48.8 3.2 3.56 21.36 11.0

2” 59.7 - 60.8 3.6 5.03 30.18 11.0

2-1/2” 75.3 - 76.6 3.6 6.42 38.52 11.0

3” 88.0 - 89.5 4.0 8.36 50.16 11.0

4” 113.1 - 115.0 4.5 12.20 73.20 11.0

5” 138.5 - 140.8 5.0 16.60 99.60 11.0

6” 163.9 - 166.5 5.0 19.80 118.80 11.0

BLACK & GALVANIZED
STEEL PIPE

Standard : TIS 276-2532
TIS 277-2532

TYPE2
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LOHAH CHAROEN METAL TRADE
@lohah@lohahcharoen@lohahcharoen

Designation  
of

Thread

Outside 
Diameter Thickness Calculated Weight Threds  

Per
25.4 mmD (mm) T (mm) kg/m kg/6m

2-1/2” 72.3 - 73.7 5.2 8.600 51.600 8.0

3” 88.0 - 89.8 5.5 11.300 67.800 8.0

4” 113.2 - 115.4 6.0 16.100 96.600 8.0

5” 139.9 - 142.7 6.6 21.800 130.800 8.0

6” 166.6 - 170.0 7.1 28.300 169.800 8.0

8” 216.9 - 221.3 7.0 36.800 220.800 8.0

8” 216.9 - 221.3 8.2 42.500 255.000 8.0

BLACK & GALVANIZED
STEEL PIPE

Standard : TIS 276-2532
TIS 277-2532

TYPE4
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Nominal  
Dimension  

(in)

Outside 
Diameter Weight 

Class
Schedute 

No.

Thickness Weight

D(mm) T (mm) kg/m kg/6m

1/2" 21.3 STD 40 2.77 1.27 7.62
3/4" 26.7 STD 40 2.87 1.69 10.14
1" 33.4 STD 40 3.38 2.50 15.00

1-1/4" 42.2 STD 40 3.56 3.39 20.34
1-1/2" 48.3 STD 40 3.68 4.05 24.30

2" 60.3 STD 40 3.91 5.44 32.64
2-1/2" 73.0 STD 40 5.16 8.63 51.78

3" 88.9 STD 40 5.49 11.29 67.74
3-1/2" 101.6 STD 40 5.74 13.57 81.42

4" 114.3 STD 40 6.02 16.07 96.42
5" 141.3 STD 40 6.55 21.77 130.62
6" 168.3 STD - 4.78 19.27 115.62

- - 5.56 22.31 133.86
- - 6.35 25.36 152.16

STD 40 7.11 28.26 169.56
- - 7.92 31.32 187.92
- - 8.74 34.39 206.34
- - 9.52 37.28 223.68

8" 219.1 - - 4.78 25.26 151.56
- - 5.16 27.22 163.32
- - 5.56 29.28 175.68
- 20 6.35 33.31 199.86
- 30 7.04 36.31 217.86
- - 7.92 41.24 247.44

STD 40 8.18 42.55 255.30
- - 8.74 45.34 272.04
- - 9.52 49.20 295.20

10" 273.0 - - 4.78 31.62 189.72
- - 5.16 34.08 204.48
- - 5.56 36.67 220.02
- 20 6.35 41.75 250.50
- - 7.09 46.49 278.94
- 30 7.80 51.01 306.06
- - 8.74 56.96 341.76

STD 40 9.27 60.29 361.74
- - 11.13 71.87 431.22

BLACK & GALVANIZED
STEEL PIPE

STANDARDS : ASTM A-53 
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Nominal  
Dimension  

(in)

Outside 
Diameter Weight 

Class
Schedute 

No.

Thickness Weight

D(mm) T (mm) kg/m kg/6m

12" 323.8 - - 5.16 40.55 243.30
- - 5.56 43.63 261.78
- 20 6.35 49.71 298.26
- - 7.14 55.75 334.50
- - 7.92 61.69 370.14
- 30 8.38 65.18 391.08
- - 8.74 67.90 407.40
- - 9.52 73.78 442.68

STD 40 10.31 79.70 478.20
- 11.13 85.82 514.92

14" 355.6 - 5.33 46.04 276.24
- 5.56 47.99 287.94

10 6.35 54.69 328.14
- 7.14 61.35 368.10

20 7.92 67.90 407.40
- 8.74 74.76 448.56

30 9.52 81.25 487.50
STD 40 11.13 94.55 567.30

16" 406.4 - 5.56 54.96 329.76
10 6.35 62.64 375.84
- 7.14 70.30 421.80

20 7.92 77.83 466.98
- 8.74 85.71 514.26

30 9.52 93.17 559.02
- 11.13 108.49 650.94
- 11.91 115.86 695.16

STD 40 12.70 123.30 739.80

BLACK & GALVANIZED
STEEL PIPE

STANDARDS : ASTM A-53
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Nominal  
Dimension  

(in)

Outside 
Diameter Weight 

Class
Schedute 

No.

Thickness Weight

D(mm) T (mm) kg/m kg/6m

18" 457.0 - 10 6.35 70.60 423.60
- - 7.14 79.24 475.44
- 20 7.92 87.75 526.50
- - 8.74 96.66 579.96
- - 9.52 105.10 630.60
- - 10.31 113.62 687.72
- 30 11.13 122.43 734.58
- - 11.91 130.78 784.68
- - 12.70 139.20 835.20

STD 40 14.24 155.84 955.22
20" 508.0 - - 6.35 78.55 471.30

- - 7.14 88.19 529.14
- - 7.92 97.67 586.02
- - 8.74 107.60 645.60

STD 20 9.52 117.02 702.12
- - 10.31 126.53 759.18
- - 11.13 136.37 818.22
- - 11.91 145.70 874.20

XS 30 12.70 155.12 930.72
- 40 15.09 183.42 1100.52

24" 609.6 - 10 6.35 94.46 566.76
- - 7.14 106.08 636.48
- - 7.92 117.51 705.06
- - 8.74 129.50 777.00

STD 20 9.52 140.88 845.28
- - 10.31 152.37 914.22
- - 11.13 164.26 985.56
- - 11.91 175.54 1,053.24

XS - 12.70 186.94 1,121.64
- 30 14.27 209.50 1,257.00
- 40 17.48 255.24 1,531.44

BLACK & GALVANIZED
STEEL PIPE

STANDARDS : ASTM A-53 
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ลำ�ดับ เหล็กหนา 
ST

ความหนาของสัน
SW

ความกว้างของรู
SWD

ความยาวของรู
LWD

4"X8"
รุ่น

น้ำ�หนัก

1 1.2 1.5 12 30.5 7.01 XS31
2 1.6 2 12 30.5 12.4 XS32
3 2.3 3 12 30.5 26.8 XS33
4 1.6 2 22 50.8 6.9 XS41
5 2.3 2.5 22 50.8 12.2 XS42
6 3.2 3.5 22 50.8 23.8 XS43
7 1.6 2.5 25 61 7.5 XS51
8 2.3 3 25 61 12.89 XS52
9 3.2 4 25 61 23.9 XS53

10 4.5 5 25 61 42 XS54
11 2.3 3 34 76.2 9.5 XS61
12 3.2 4 34 76.2 17.6 XS62
13 4.5 5 34 76.2 30.9 XS63
14 6 7 34 76.2 57.7 XS64
15 2.3 3.5 50 152.4 7.5 XS71
16 3.2 4 50 152.4 11.9 XS72
17 4.5 5 50 152.4 21 XS73
18 6 7 50 152.4 39.2 XS74
19 3.2 7 34 135.4 30.7 XG10
20 4.5 7 34 135.4 43.2 XG11
21 6 7 34 135.4 57.6 XG12
22 6 9 34 135.4 74.1 XG13
23 3.2 4 36 101.6 16.6 XG19
24 4.5 6 36 101.6 35 XG20
25 4.5 7 36 101.6 40.8 XG21
26 6 7 36 101.6 54.4 XG22
27 6 9 36 101.6 70 XG23
28 8 9 36 101.6 93.47 XG24

SWD	 :	 ระยะเส้นผ่าศูนย์กลางตะแกรงด้านสั้น	 SWD	 :	 The wire-net diameter range of short dimension
LWD	 :	 ระยะเส้นผ่าศูนย์กลางตะแกรงด้านยาว	 LWD	 :	 The wire-net diameter range of long dimension
T	 :	 ความหนาของแผ่นตะแกรง	 T	 :	 Thickness of the wire-net plate
W	 :	 ความกว้างของเส้นโลหะตะแกรง	 W	 :	 Width of the wire-net metal line

EXPANDED METAL
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